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PROPOSED LIMITS OF DISTURBANCE
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TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

LITTLE DRY RIVER

EXISTING CONCRETE LOW

WATER STREAM CROSSING

LITTLE DRY RIVER RD

PROPERTY LINE

34-(A)-L3A

PJ SERRELL LC

999-(1)-L100

US NATIONAL FOREST

DILINEATED STREAM

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

DILINEATED STREAM

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

DILINEATED STREAM

REPLACE PIPE WITH 24"

CMP WITH MIN. 1FT OF

COVER. MATCH INVERTS

AND ENSURE POSITIVE

DRAINAGE.

REPLACE PIPE WITH 24"

CMP WITH MIN. 1FT OF

COVER. MATCH INVERTS

AND ENSURE POSITIVE

DRAINAGE.

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.

TEMPORARY ENGINEERED
BRIDGE TO BE INSTALLED
- STYLE A, STYLE B, OR
ACROW HL-93
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

DILINEATED STREAM

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

REPLACE PIPE WITH 24"

CMP WITH MIN. 1FT OF

COVER. MATCH INVERTS

AND ENSURE POSITIVE

DRAINAGE.

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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LIMITS OF

CLEARING (TYP.)

SUPER SILT FENCE
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VEPCO RD

E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

DOM 16

SEE SHEET

DOM16-03 FOR

ESC PLAN

DOM 15

SEE SHEET

DOM15-04 FOR

ESC PLAN

LIMITS OF

DISTURBANCE (TYP.)

LIMITS OF

CLEARING (TYP.)

SUPER SILT FENCE
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RIGHT OF WAY (TYP.)

FR-240G

LEADING RIDGE RD

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

EXISTING

ROAD (TYP.)

LIMITS OF

DISTURBANCE (TYP.)

LIMITS OF

CLEARING (TYP.)

SUPER SILT FENCE

(TYP.)

PROP. STR.

#550/164

EX. STR.

#550/164
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EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

EXISTING PULL-OFF AREA

APPROX. 200' X 15'

TSPS

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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PROJECT NO.

Dewberry Engineers Inc.
4805 LAKE BROOK DRIVE
SUITE 200
GLEN ALLEN, VA  23060
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

DILINEATED STREAM

DILINEATED STREAM

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

DILINEATED STREAM

DILINEATED STREAM

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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DOM 17

SEE SHEET DOM17-04

FOR ESC PLAN

E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

SPRUCE

LICK RUN

PROP. STR.

#550/165

EX. STR.

#550/165
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PROPOSED 70' MABEY BRIDGE

OVER EXISTING CONCRETE

STREAM CROSSING

(APPROX. LOCATION)

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

34-(A)-L6

RITCHIE DONALD

999-(1)-L100

US NATIONAL FOREST

EXISTING CONCRETE

STREAM CROSSING

PROPERTY LINE

34-(A)-L6

RITCHIE DONALD

999-(1)-L100

US NATIONAL FOREST

PROPERTY

LINE

PROPERTY

LINE

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

CRANE PAD

ELEV=1821'

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.

TEMPORARY ENGINEERED
BRIDGE TO BE INSTALLED -

STYLE A, STYLE B, OR ACROW
HL-93
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

SUPER SILT FENCE

(TYP.)

LIMITS OF

DISTURBANCE (TYP.)

LIMITS OF

CLEARING (TYP.)
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36" ALUMINIZED CMP

WITH RIPRAP APRON.

SEE SIZING TABLE,

THIS SHEET

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

DELINEATED STREAM

EXISTING 24" CMP,

GOOD CONDITION TO

BE REPLACED DUE

TO CURVE WIDENING

DELINEATED STREAM

DELINEATED STREAM

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

TSPS

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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DOM18

SEE SHEET DOM18-03

FOR ESC PLAN

E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

DOM19

SEE SHEET DOM19-03

FOR ESC PLAN

SUPER SILT FENCE

(TYP.)

PROP. STR.

#550/167

EX. STR.

#550/167
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LIMITS OF

CLEARING (TYP.)
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DELINEATED STREAM

EXISTING BROAD BASED

DRAINAGE DITCH (TYP.)

18" ALMINIZED CMP WITH RIPRAP

APRON. REFER TO THIS SHEET

FOR SIZING TABLE

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

50' X 50'

FIBER PAD

ELEV=1998'

CRANE PAD

ELEV=1971'

TSPS

TSPS

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

160' TRANSMISSION LINE

RIGHT OF WAY (TYP.)

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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PROP. STR.
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EX. STR.
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160' TRANSMISSION LINE

RIGHT OF WAY (TYP.)

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

TSPS

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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PROPOSED SUPER SILT FENCE
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TEMPORARY & PERMANENT

SEEDING, SEE DOMINION
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EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

CRANE PAD

ELEV=2060'

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

SUPER SILT FENCE

(TYP.)

LIMITS OF

DISTURBANCE (TYP.)

LIMITS OF

CLEARING (TYP.)

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

DELINEATED STREAM

46-(A)-L1

RITCHIE RICHARD ALLEN

999-(1)-L100

US NATIONAL FOREST

PROPERTY

LINE

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

DELINEATED STREAM

46-(A)-L1

RITCHIE RICHARD ALLEN

999-(1)-L100

US NATIONAL FOREST

PROPERTY

LINE

TSPS

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION

SPEC TE VEP 8000-13-00

FR-240

VEPCO RD

FR-240

VEPCO RD

BIBLE RUN

50 FT MABEY BRIDGE.

APPROX. LOCATION

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

46-(A)-L1

RITCHIE RICHARD ALLEN

999-(1)-L100

US NATIONAL FOREST

PROPERTY

LINE

EXISTING BROAD

BASED DRAINAGE

DITCH (TYP.)

DELINEATED STREAM

46-(A)-L1

RITCHIE RICHARD ALLEN

999-(1)-L100

US NATIONAL FOREST

PROPERTY

LINE

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.

TEMPORARY ENGINEERED
BRIDGE TO BE INSTALLED -

STYLE A, STYLE B, OR
ACROW HL-93
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E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND

TEMPORARY & PERMANENT

SEEDING, SEE DOMINION
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EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.



2440

24
60

24
70

2490

24
90

25
00

2510

2500

25
20

2530

2530

2510

2500

2510

2500

2490

2480

2480 2470
2480

2460

2460

2450

2430

2440

2450

2460

2470

2480

2490

2480

2490

2500

1.5:1

1.
9:

1

1.
5:

1

1.
0:

1

CRANE PAD
ELEV = 2457'

2510

2470

2460

2460

2450

24
30

24
20

2410

24002430

2420

2410

2390

2370

2370

2360

2360
2350

2330

2340

2320 2310

2320

2330

2300

2290

2300

2360

2370

2380

2390

2400

2410

2420
2430

2480

2490

2500

2250

2260
2270

2280

2290

2300

2310

2320

2360

2370

2380

2390

2400

2410

2420

2430

2440

1.
0:

1

1.
0:

1 1.0:1

1.0:1

1.
5:

1

1.
0:

1

1.
0:

1

1.
0:

1

2380

1.
5:

1

FR-240
VEPCO ROAD

ESC PLAN

SHEET NO.

SEAL

SCALE

APPROVED BY

CHECKED BY

REVISIONS

TITLE

DRAWN BY

DATE

PROJECT NO.

Dewberry Engineers Inc.
4805 LAKE BROOK DRIVE
SUITE 200
GLEN ALLEN, VA  23060
804.290.7957 (PHONE)
804.290.7928 ( FAX)

TR
A

N
S

M
IS

S
IO

N
 L

IN
E

 R
E

B
U

IL
D

P
R

O
JE

C
T 

TL
 5

50
C

O
N

S
TR

U
C

TI
O

N
 D

O
C

U
M

E
N

TS
G

E
O

R
G

E
 W

A
S

H
IN

G
TO

N
 N

A
TI

O
N

A
L 

FO
R

E
S

T

W
E

S
T 

V
IR

G
IN

IA
 &

 V
IR

G
IN

IA

PRELIMINARY
NOT FOR CONSTRUCTION

FR240-77

M
A

TC
H

LIN
E

TH
IS

 S
H

E
E

T

SEE SHEET DOM23-04
FOR ESC PLAN

M
A

TC
H

LIN
E

TH
IS

 S
H

E
E

T

M
A

TC
H

LIN
E

FR
240-78

E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND
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DETAIL SHEET C7-05
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BROAD BASED
DRAINAGE DITCH WITH
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ESC PLAN

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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SEEDING, SEE DOMINION
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RIGHT OF WAY (TYP.)

ESC PLAN

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.



1860

1870

1840
1840

1840

1840

1840
18

50

1860

1870
2.0:1

1.9:1

1940

1930

1940 1950

19
70

19
90

2010

1960

1970

1980

19
00

1910

19
20

1930

1.9:1

1.0:1

1.0:1

1.
0:

1

FR-240
VEPCO ROAD

ESC PLAN

SHEET NO.

SEAL

SCALE

APPROVED BY

CHECKED BY

REVISIONS

TITLE

DRAWN BY

DATE

PROJECT NO.

Dewberry Engineers Inc.
4805 LAKE BROOK DRIVE
SUITE 200
GLEN ALLEN, VA  23060
804.290.7957 (PHONE)
804.290.7928 ( FAX)

TR
A

N
S

M
IS

S
IO

N
 L

IN
E

 R
E

B
U

IL
D

P
R

O
JE

C
T 

TL
 5

50
C

O
N

S
TR

U
C

TI
O

N
 D

O
C

U
M

E
N

TS
G

E
O

R
G

E
 W

A
S

H
IN

G
TO

N
 N

A
TI

O
N

A
L 

FO
R

E
S

T

W
E

S
T 

V
IR

G
IN

IA
 &

 V
IR

G
IN

IA

PRELIMINARY
NOT FOR CONSTRUCTION

FR240-80

M
ATC

H
LIN

E
FR

240-79

M
ATC

H
LIN

E

TH
IS SH

EET

M
AT

CH
LI

NE
TH

IS
 S

HE
ET

M
AT

C
H

LI
N

E
FR

24
0-

81

E&SC LEGEND

PROPOSED LIMITS OF DISTURBANCE

PROPOSED RIPRAP APRON

PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND
TEMPORARY & PERMANENT
SEEDING, SEE DOMINION
SPEC TE VEP 8000-13-00
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LIMITS OF
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LIMITS OF
CLEARING (TYP.)
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BROAD BASED
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RIP-RAP APRON (TYP.)
SEE CONSTRUCTION
DETAIL SHEET C7-05

SILT FENCE (TYP)

TS PS

TS PS
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RIP-RAP APRON (TYP.)
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DRAINAGE DITCH WITH
RIP-RAP APRON (TYP.)

BROAD BASED
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RIP-RAP APRON (TYP.)

DELINEATED
WETLAND

DELINEATED
WETLAND

SLATE LICK
BRANCH

EXISTING BROAD
BASED DRAINAGE
DITCH (TYP.)

DELINEATED
STREAM

PROPOSED STOCKPILE AND LAYDOWN
AREA WITH SILT FENCE PERIMETER.
SOIL STOCKPILES TO BE TEMPORARILY
SEEDED PER VESCH REQUIREMENTS.
APPROXIMATELY 11,130 SF AREA. SEE
RESTORATION PLAN FOR FINAL
STABILIZATION AND GRADING.

ESC PLAN

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.

TEMPORARY ENGINEERED
BRIDGE TO BE INSTALLED -
STYLE A, STYLE B, OR
ACROW HL-93

TEMPORARY ENGINEERED
BRIDGE TO BE INSTALLED -
STYLE A, STYLE B, OR
ACROW HL-93
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PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND
TEMPORARY & PERMANENT
SEEDING, SEE DOMINION
SPEC TE VEP 8000-13-00
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FR-240
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FOR ESC PLAN

LIMITS OF
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CLEARING (TYP.)

FR-240
VEPCO ROAD DOM 25C

BROAD BASED
DRAINAGE DITCH WITH
RIP-RAP APRON (TYP.)
SEE CONSTRUCTION
DETAIL SHEET C7-05
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RIP-RAP APRON (TYP.)

TS PS

TS PS

BROAD BASED
DRAINAGE DITCH WITH
RIP-RAP APRON (TYP.)

TS PS
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DRAINAGE DITCH WITH
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DRAINAGE DITCH WITH
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RIP-RAP APRON (TYP.)

BROAD BASED
DRAINAGE DITCH WITH
RIP-RAP APRON (TYP.)

ESC PLAN

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.

TEMPORARY ENGINEERED
BRIDGE TO BE INSTALLED -

STYLE A, STYLE B, OR
ACROW HL-93
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PROPOSED LIMITS OF CLEARING

PROPOSED SILT FENCE

PROPOSED SUPER SILT FENCE

PROPOSED 12" SILT SOCK

TSPS

HATCH LEGEND
TEMPORARY & PERMANENT
SEEDING, SEE DOMINION
SPEC TE VEP 8000-13-00
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BROAD BASED
DRAINAGE DITCH WITH
RIP-RAP APRON (TYP.)
SEE CONSTRUCTION
DETAIL SHEET C7-05

SILT FENCE (TYP.)
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RIP-RAP APRON (TYP.)
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BROAD BASED
DRAINAGE DITCH WITH
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DRAINAGE DITCH WITH
RIP-RAP APRON (TYP.)

BROAD BASED
DRAINAGE DITCH WITH
RIP-RAP APRON (TYP.)

TS PS

ESC PLAN

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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DETAIL SHEET C7-05

SILT FENCE (TYP.)BROAD BASED
DRAINAGE DITCH WITH
RIP-RAP APRON (TYP.)

TS PS
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EXISTING CLEARED AREA TO BE GRADED FOR
USE AS EMERGENCY HELICOPTER PAD,
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APPROX. 34,190 SF AREA. SEE RESTORATION

PLAN FOR FINAL STABILIZATION AND GRADING.

HELICOPTER
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ESC PLAN

07/30/21

EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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EROSION AND SEDIMENT CONTROL PLAN NOTES

1. DISTURBED OR DENUDED AREAS SHALL BE STABILIZED WITH STONE, SEE NOTES

ON DETAIL 8 OF SHEET C7-05. PERIMETER CONTROL MEASURES (TYP. SILT

FENCE) SHALL BE INSTALLED ALONG ANY AREAS TO REMAIN DENUDED AT THE

END OF THE WORKDAY.

2. EXISTING ROADSIDE DITCH LINES SHALL BE CLEANED AND GRADED TO DRAIN TO

EXISTING STRUCTURES (INLET BASINS, CULVERTS, DIPS, ETC.). FOR ROADSIDE

DITCHES WITH A SLOPE OF 8% OR GREATER, STONE LINING SHALL BE INSTALLED

PER DETAIL ON SHEET C7-04. EXISTING CULVERTS SHALL BE CLEANED. EXISTING

BROAD BASED DIPS WILL BE FLAGGED IN THE FIELD AND CLEANED OR GRADED

TO RESTORE FUNCTIONALITY. LEAD-OFF DITCHES SHALL BE CLEANED AND

GRADED TO DRAIN TO ENSURE TRANSPORT OF WATER OFF OF THE ROAD

SURFACE TO OVERLAND FLOW IN THE ADJACENT AREA.

3. REFER TO DETAIL 7 ON SHEET C7-05 FOR TYPICAL BRUSHING LIMITS AND

CLEARANCES. SEE "CLEARING AND GRUBBING" NOTES ON SHEET C7-01 FOR

SPECIFICATIONS REGARDING TREE CLEARING AND DISPOSAL OF DEBRIS.

4. REFER TO SHEET C7-01 FOR TEMPORARY STREAM CROSSING AND CULVERT

CROSSING SPECIFICATIONS. TYPICAL EROSION AND SEDIMENT CONTROL AT

STREAM CROSSINGS IS SHOWN IN DETAIL 9 ON SHEET C7-05.
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